GAP ANALYSIS TABLE

ANARP* assessment for means of escape, & access and facilities for persons with disabilities

Complete the table below & attach a copy to your building consent for Council to assess compliance with NZBA 2004 sections 112, 115, 116A, and 113AT

Building Use(s): No. of Levels: Risk Group Category: Occupancy:
(Refer Table 1.1 C/AS2) (Calculate as per Table 1.2 C/AS2)
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NZBC C/AS2 Sec 2.1 Firecell floor area
NZBC C/AS2 Sec 2.2 Fire Safety System
NZBC C/AS2 Sec3.2 Number of escape routes
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NZBC D/AS1 Escape Routes
NZBC C/AS2 Sec 4 Fire cells
Interior surface finishes,
floor coverings and
NZBC C/AS24.17 suspended flexible
fabrics
NZBC F8/AS1 Signage




NZBC F6/AS1

Visibility in escape routes

ACCESSIBLE FACILITIES

Reference

Accessible facilities

What is required by the
applicable acceptable solution

What is currently in the building

Proposed solution - filling the gap

NZBC D1/AS1 Sec 10,

NZS 4121 Sec 5 Carparks
NZBCD1/AS1Sec3.d, | .
NZS 4121 Sec 6, 13 P
NZBC D1/AS1 Sec

2.3,3.0&6.0, Ramps

NZS 4121 Sec 6

NzZBC D1/AS1 7.0,
NZS 4121 Sec 7

Main entrance and
accessible routes,
including corridors

NZBC D1/AS17.0,
NZS 4121 Sec 7

Internal doors
& doorways

NZBC G5 3.4,
NZS 4121 Sec 11

Public facilities

NZBC D1 3.4, D2/AS1,
NZS 4121 Sec 9

Lifts

NZBC D1.3.4, D1/AS1
Sec 4,6,
NZS 4121 Sec 8

Stairs and handrails

NZBC G1/AS1 Table 1,
NZS 4121 Sec 10

Toilet and shower
facilities

NZBC G9/AS1 Sec 2,
NZS4121 Sec 4,7

Door & window
controls & light
switches

NZBC F2, G7 & G8,
NZS 4121 Sec 4.10,
D1/AS11.5&1.8,7.0.4

Visibility factors




NZBC F7/AS1 part 2,

NZS 4121 Sec 4.12 - 4.13 | Alerting devices

NZBC D1/AS1 8, Places of assembly,
G5.3.5, NZS 4121 entertainment

Sec 12 & appendix H & recreation

NZBC F8.3.4, F8/AS1 6, Signs

NZS 4121 Sec 3.6 & 4.8 g

NZBC D1/AS1 9.0, G3.1 Accessible

(c),

NZS 4121 Sec 14, accommodation units

* ANARP - as near as reasonably practicable is a legal standard used in the Building Act 2004 when assessing compliance during alterations, changes of use, subdivisions of,
or upgrades to existing buildings. It requires an assessment of the benefits of full compliance (especially for life safety and accessibility) against the effort, cost, and technical

difficulty of achieving it. Full compliance is not required if achieving it would be grossly disproportionate to the benefit, but practical and meaningful improvements must still be
pursued.

MBIE has published guidance on applying this test, including a weighing exercise comparing cost and effort vs safety and usability benefits



https://www.building.govt.nz/building-code-compliance/b-stability/b1-structure/altering-existing-building/demonstrating-and-assessing-compliance-for-buildings-undergoing-alterations/step-3-applicants-assess-anarp-for-outstanding-fire-and-accessibility-building-code-clauses

